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KIT 
DEAL 

Clear Brilliance from Mipa 
 

 

Easy to apply, versatile clearcoat with its own 

rapid hardener. Optimum production is achieved 

through quicker drying times resulting in less 

oven time wasted. 
 

Bakes in 10  minutes at 60° 

 

. Rapid  technology  retaining 

a  brilliant  gloss level 

Superior gun finish without the 

need for  polishing 

Touch dry after 45  minutes and 

ready to  re  assemble after 2  

hours at  20 degrees 

Superior hardness after its 

drying period 

VOC Complaint 

. 

. 

. 

 



Guidance notes only! 

Please refer to Mipa ‘Technical Data Sheet’ for full 

reference on the use of this product. 

 
Mixing ratio. Hardener by volume (CX4 lacquer : HX4 hardener) 

Mipa 2K-HS-Express-Härter HX4   2 : 1 

Hardener for complete paintwork or partial paintwork. 

Pot life ca. 45 min 

Spray viscosity. Ready for use after adding the hardener 17 - 20 sec 4 mm DIN 

Gravity spray gun HVLP (low pressure) 

Pressure (Bar)  2 - 2,2 
 

Nozzle (mm) 1,2 - 1,3 

Spray passes    1,5 - 2 

Flash-off time 3 - 5 min between the coats 5 - 10 min prior to oven drying 

Dry coat thickness 40 - 60 μm 

After drying of 10 minutes at 60 °C or 20 minutes at 40 °C, the painted parts can be polished immediately after 

cooling. 

Infrared drying shortwave 8 minutes. 

Infrared drying mediumwave 10 - 15 minutes. 

Alternatively, it can be polished after a drying time of 1 hour at room temperature. 
 
 

Note 
Storage: at least 3 years in unopened original container 
VOC Regulation: EU limit value for this product (category B/e): 840 g/l 
This product contains max. 420 g/l of VOC. 
Processing conditions: From +10C and up to 80% relative air humidity. Ensure an adequate supply and 
exhaust air ventilation. 
Processing instructions: To ensure an optimal intermediate adhesion on basecoats, the clearcoat must be 
applied within 2 hours drying at room temperature. If this time is exceeded, it is necessary to add a hardener 
to the basecoat. 

The quantities to be added are: 
Mipa BC + 10 % (10:1) Mipa 2K-MS-Härter MS 10 or 2K-HS-Härter HS 10 
Mipa WBC + 10 % (10:1) Mipa WBC-Härter 

 
 
 
 
 

 


